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TCPUS-6 (6mm thickness)                            
TCPUS-4

UNDERLAY SHEET FOR CARPET TILES

Please install TOLI logo side up.

UNDERLAY SHEET FOR 
CARPET TILES

category:  underlayment for carpet tiles

Underlayment designed for carpet tiles to secure 
comfortable ambulation. Very much suitable for 
guest rooms and corridors of the hotel projects.

Specifi cation overall thickness                       
(1) 4.0mm
(2) 6.0mm width x length                        950mm x 20m

Packing 20m/roll

Net Weight (1) 4.0mm: 19.0kg/roll        (2) 6.0mm: 25.5kg/roll

Recommended 
Adhesive from TOLI 

dried mortar and concrete Eco AR600

humid mortar and concrete US Cement

Notes on Installation

)For the adhesion to the surface carpet tiles, please apply TOLI ECO GA Cement. 
)The standard moisture percentage for installation is 8%.
)In case the product is still curled up after unpacked, lay it down for the moment to be recovered before installation. 
)Install TOLI logo side up (please see the image as below). 
)There may be a jointed part in one roll, but it does not cause any effect on the quality nor the installation. 
)When you install 2 different rolls in length direction, each edge should be jointed at the seam.

(Do not cut in the middle of the sheet.) 
)After you install UNDERLAY SHEET FOR CARPET TILES, press with a roller until the air inside and the surface wrinkles are fully 

removed. 
)The back side might be discolored, but it does not cause any effect on the performance.
)This product is the underlayment designed for carpet tiles. When you install FABRIC FLOOR on the top (except TEXTILE FLOOR 

7000), use the adhesive just like installation of carpet tiles.

Others

)If you lay heavy stuff such as a furniture, you cannot avoid the residual indentation. In that situation, please lay a bottom  
board on the fl oor covering to break up the heavy load. 

)Note that the center of the tile may be curled and irregular.
)UNDERLAY SHEET FOR CARPET TILES is the underlayment for carpet tile products only. Do not use underneath vinyl tiles, vinyl 

sheets, linoleum,fabtex tile and softback plus.
)Please note that the product has the indigenous odor from its materials.

■JIS A 1440-1:2007 “Method of Measuring the Sound Insulation of the Floor Covering 
on the Concrete Sub-Floor in the Laboratory”. 

fl oor covering     L value 

GA-100    LL(I)-2 

GA-100+UNDERLAY SHEET FOR CARPET TILES (4mm)    LL(I)-3

GA-100+UNDERLAY SHEET FOR CARPET TILES (6mm)    LL(I)-4

RUSCELLO <GX-5200>    LL(I)-2

RUSCELLO <GX-5200>

+UNDERLAY SHEET FOR CARPET TILES (4mm)
   LL(I)-3

RUSCELLO <GX-5200>

+UNDERLAY SHEET FOR CARPET TILES (6mm)
   LL(I)-4

(Sub-fl oor:  Slab with 150mm thickness)
☆ Conducted by General Building Research Corporation of Japan

UNDERLAY SHEET FOR CARPEY TIELS can 
insulate the sound of footsteps and falling objects to down-
stairs.

MADE IN JAPAN
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