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Product Installation Specification 

Product: Corkoleum Cork Roll Flooring 

Dimensions: 3mm thick, 1.4m x 5.5m rolls 

Installation Method: Direct Stick 

Adhesive: Water-based contact or acrylic adhesive (e.g., SiegelBond T35) 

Finish Options: Water-Based Polyurethane or Oil-Based Finish 

Relevant Standards 
• AS 1884:2021 – Floor coverings – Resilient sheet and tiles – Installation practices 
• AS/NZS 2455.1:2007 – Textile floor coverings – Installation practice – Part 1: General 
• AS/NZS 1859 – Engineered wood panels – Classification and properties 
• AS/NZS 2908.2 – Cellulose-cement products – Flat sheets 
• AS 1080.1 – Timber – Moisture content measurement 

Subfloor Preparation 
• Subfloor must be clean, dry, and level (±2mm over 2m). 
• Remove all surface contaminants including dust, paint, old adhesives, grease, and sealers. 
• Mechanically grind subfloor if needed. 
• Concrete: Moisture level must be ≤75% RH. 
• Timber: Ensure structure is rigid, deflection-free, and moisture content is 8–14%. 
• Fill any voids >2mm with compatible latex levelling compound. 

Estimated Duration: 1–1.5 days including drying time. 

Site Conditions & Acclimatization 
• Room Temperature: 15°C and 25°C (59ºF to 77ºF) 
• Subfloor Temperature: Minimum 10°C 
• Humidity/ moisture between 45% and 65% 
• Acclimatise cork rolls for minimum 48 hours in room conditions prior to installation. 
• Unroll the rolls 
• After unrolling, wait a few minutes until cork returns to its flat shape 

Estimated Duration: 1 day (prior to install) 

Flooring Installation 
• Pre-trim and dry lay for fit. 
• Lay sheets into adhesive. 

Estimated Duration: ~30–40m² per installer per day. 

Adhesive Application 
• Lift half the roll length and apply glue, approximately 300g / m2 
• Glue the Corkoleum roll where it has already glue after ± 20 minutes 
• Lift the unglued Corkoleum roll and apply Glue 
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• Glue the Corkoleum roll after ± 20 minutes 
• Use your hands to remove all air bubbles that can appear during bonding 
• Apply adhesive evenly using notched trowel or roller. 
• Observe open time per adhesive used. 
• Avoid puddling or dry patches. 

Estimated Duration: 1–2 hours per 30–50m² 

Post-Installation Cleaning & Finish Prep 
• Allow adhesive to cure for 24–48 hours. 
• Vacuum thoroughly and clean with tack cloth. 
• Lightly buff surface with 120–150 grit screen. 
• Final clean to remove dust. 

Estimated Duration: ~0.5 day for 50–70m² 

Finishing Options 
Water-Based Polyurethane: 

• Optional primer coat followed by 2–3 coats. 
• Apply using microfiber roller or T-bar. 
• Allow 2–4 hours drying between coats. 
• Full cure in 7 days before heavy use or furniture placement. 

Oil-Based Finish: 

Apply per manufacturer’s instructions. Typically single-coat with 24–36 hour cure. 

Typical Installation Timeline – Small Project (~50m²) 
Stage Duration 
Subfloor Preparation 1 day 
Acclimatisation 1 day (prior) 
Adhesive Application + Laying 1–1.5 days 
Rolling & Re-Rolling Concurrent 
Post-Install Cleaning 0.5 day 
Polyurethane Finish 1 day (plus 7-day cure) 
Total (Excl. Cure) 3–4 days 

Installer Checklist 
☐ Confirm site conditions meet temperature and humidity requirements. 

☐ Verify subfloor level and moisture content. 

☐ Ensure Corkoleum rolls have acclimatised for 24+ hours. 

☐ Use recommended adhesive; observe open time. 

☐ Lay and roll floor per specification. 
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☐ Post-install: vacuum, buff, clean. 

☐ Apply chosen finish and allow for curing before use. 


