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SUPERIOR 1014 SUPERIOR 1014
DESIGN 4313-2 DESIGN 4315-1
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Superior 1014, Design 4313-2 | 5W00, Rapport: approx. w 100 x l 96 cm Superior 1014, Design 4315-1 | 5W01, Rapport: approx. w 33.5 x l 96 cm

Depending on the viewer’s perspective, the horizontal and vertical patterns interact to give the viewer different impressions of the overall design.



SUPERIOR 1014
DESIGN 4317-1 DESIGN 4323-2

SUPERIOR 1014
NATURE | Design

1 3 1 3 1 3 1 31M48 3P36 9F26 5W17 2F12!2 3 4G05 5W183 3 3 3

Inspired by nature. 
Interpreted by Vorwerk.

Superior 1014, Design 4317-1 | 1M48, Rapport: approx. w 50 x l 96 cm Superior 1014, Design 4323-2 | 4G05, Rapport: approx. w 100 x l 96 cm



EINZIGARTIGE BODENBELÄGE seit 1883.
UNIQUE FLOOR COVERINGS since 1883.

NOTES



Vorwerk & Co. Teppichwerke
GmbH & Co. KG
Kuhlmannstrasse 11
31785 Hameln
Germany

Telephone:
+49 (0) 5151 1030
Telephone sales + sample service:
+49 (0) 5151 103 734
info@vorwerk-teppich.de
www.vorwerk-carpet.com V
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SUPERIOR 1014
TECHNICAL INFORMATION Broadloom Acoustic carpet tile Sonic

Construction 1/10" Tufted velours, printed 1/10" Tufted velours, printed

Pile material 100% PA 6, ECONYL 100% PA 6, ECONYL

Formats approx. 400 cm approx. 50 x 50 cm

Durability rating EN 1307 extreme 33 extreme 33

Number of tufts EN 1307 approx. 2330 dm2 approx. 2330 dm2

Total thickness EN 1307 approx. 6.0 mm approx. 8.5 mm

Pile weight EN 1307 approx. 820 g/m2 approx. 820 g/m2

Total weight EN 1307 approx. 1600 g/m2 approx. 4070 g/m2

Fire rating DIN EN 13501-1 Bfl-s1 Bfl-s1

Impact noise insulation DIN EN ISO 10140 27 dB 29 dB

Additional properties
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Vorwerk & Co. Teppichwerke
GmbH & Co. KG

Kuhlmannstrasse 11
D - 31785 Hameln

Tuftingartikel PA mit Textilrücken Bfl-s1 
EN 1307

DOP: 1062#6+2/508+509 

GOAeab
EN 14041:2004/AC:2006 

1658

Textile floor covering to be
used within a building
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Vorwerk & Co. Teppichwerke
GmbH & Co. KG

Kuhlmannstrasse 11
D - 31785 Hameln

TEXtiles SL
EN 1307

DOP: 1062#12+13/527+528

GOAeab
EN 14041:2004/AC:2006 

1658

Textile floor covering to be
used within a building

18

In the course of constant further development and quality improvement, we reserve the right to change technical data without prior notice. Technical data sheets, 
installation instructions, recommendations for cleaning, care and maintenance and texts for tenders can be found at: www.vorwerk-carpet.com�


